
TA-4AR Skyhawk - 1998, Upgr TA-4F

Argentina

Type: Attack

Min Speed: 300 kt

Max Speed: 570 kt

Commissioned: 1998

Length: 12.3 m

Wingspan: 8.4 m

Height: 4.6 m

Crew: 2

Empty Weight: 4900 kg

Max Weight: 11136 kg

Max Payload: 8318 kg

Propulsion: 1x J52-P-408

Sensors / EW: - AN/APG-66(V)1 ARG-1 -  Radar, Radar, FCR, Air-to-Air & Air-to-Surface, Short-Range, Max range:
74.1 km
 - AN/ALR-93(V)1 -  ESM, RWR, Radar Warning Receiver, Max range: 222.2 km
 - AN/ALQ-162 Shadowbox - (Continuous-Wave-Radar Jammer) ECM, DECM, Defensive ECM, Max range: 0 km

Weapons / Loadouts:
 - 300 USG Drop Tank -  Drop Tank. 
 - Mk82 500lb LDGP - (1954) Bomb. Surface Max: 1.9 km. Land Max: 1.9 km. 
 - AIM-9L Sidewinder - (1980) Guided Weapon. Air Max: 18.5 km. 
 - HYDRA 70mm Rocket - (Mk 66 Rocket, M229 Warhead, M423/7 Fuze) Rocket. Surface Max: 3.7 km. Land Max:
3.7 km. 
 - Mk83 1000lb LDGP - (1954) Bomb. Surface Max: 1.9 km. Land Max: 1.9 km. 
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