
F-4S Phantom II - 1978

United States

Type: Multirole (Fighter/Attack)

Min Speed: 350 kt

Max Speed: 920 kt

Commissioned: 1978

Length: 19.2 m

Wingspan: 11.7 m

Height: 5.02 m

Crew: 2

Empty Weight: 13245 kg

Max Weight: 28000 kg

Max Payload: 8480 kg

Propulsion: 2x J79-GE-10B

Sensors / EW: - AN/ALQ-100 -  ECM, DECM, Defensive ECM, Max range: 0 km
 - AN/AWG-10A - (F-4J) Radar, Radar, FCR, Air-to-Air & Air-to-Surface, Medium-Range, Max range: 111.1 km
 - AN/APR-43 - (F-4J) ESM, RWR, Radar Warning Receiver, Max range: 222.2 km

Weapons / Loadouts:
 - Mk82 500lb LDGP - (1954) Bomb. Surface Max: 1.9 km. Land Max: 1.9 km. 
 - 370 USG Drop Tank -  Drop Tank. 
 - AIM-7F Sparrow III - (1977) Guided Weapon. Air Max: 70.4 km. 
 - Mk83 1000lb LDGP - (1954) Bomb. Surface Max: 1.9 km. Land Max: 1.9 km. 
 - Mk84 2000lb LDGP - (1955) Bomb. Surface Max: 1.9 km. Land Max: 1.9 km. 
 - Mk20 Rockeye II CB [247 x Mk118 Dual Purpose Bomblets] - (1969, Mk7 Dispenser) Bomb. Surface Max: 1.9 km.
Land Max: 1.9 km. 
 - 600 USG Drop Tank -  Drop Tank. 
 - CBU-59/B APAM [717 x BLU-77/B Dual-Purpose Bomblets] - (Mk7 Dispenser) Bomb. Surface Max: 1.9 km. Land
Max: 1.9 km. 
 - CBU-78/B GATOR [45 x BLU-91/B Bomblets + 15 x BLU-92/B Mines] - (Mk7 Dispenser) Bomb. Surface Max: 1.9
km. Land Max: 1.9 km. 
 - AIM-9H Sidewinder - (1974) Guided Weapon. Air Max: 17.6 km. 
 - B57 Multipurpose Surface Bomb [20kT Nuclear] - (1965) Bomb. Surface Max: 1.9 km. Land Max: 1.9 km. 
 - B61 Tactical/Strategic Bomb [340kT Nuclear] - (1968) Bomb. Surface Max: 1.9 km. Land Max: 1.9 km. 
 - Mk82 500lb Snake Eye - (USN: 1967, USAF: 1970, Retarded) Bomb. Surface Max: 1.9 km. Land Max: 1.9 km. 
 - Mk77 Mod 1/2/3/4/5/6 500lb Incendiary Bomb - (USMC, 195x-2003) Bomb. Surface Max: 1.9 km. Land Max: 1.9
km. 
 - ZUNI 127mm HVAR Rocket -  Rocket. Surface Max: 3.7 km. Land Max: 3.7 km. 

Page: 1/1 
 http://cmano-db.com/aircraft/3779/

http://cmano-db.com/aircraft/3779/

