
RQ-4E Euro Hawk UAV - 2015, Cancelled

Germany [FRG/Reunified]

Type: Unmanned Aerial Vehicle (UAV)

Min Speed: 150 kt

Max Speed: 420 kt

Commissioned: 2015

Length: 14.5 m

Wingspan: 39.9 m

Height: 4.7 m

Crew: 0

Empty Weight: 6781 kg

Max Weight: 14628 kg

Max Payload: 0 kg

Propulsion: 1x F137-RR-100

Sensors / EW: - AN/AVR-3 -  ESM, LWR, Laser Warning Receiver, Max range: 18.5 km
 - AN/APR-49 -  ESM, RWR, Radar Warning Receiver, Max range: 222.2 km
 - Global Hawk Sensor Package [ISAR] -  Radar, Radar, Surface Search, Medium-Range, Max range: 185.2 km
 - AN/DAS-3 MTB-S [EO/IR] - (MC-4C, Multi-Spectral Targeting System) Infrared, Infrared, Surveillance Camera,
Max range: 55.6 km
 - Generic ESM [Advanced] - (1990s, Precise Emitter ID) ESM, ELINT, Max range: 926 km
 - Generic Comms Monitor [Advanced] - (2000s) ESM, COMINT, Max range: 926 km
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