SS 566 Uzushio - 1975 Project S118

Japan

Type: SSK - Hunter-Killer Submarine
Max Depth: -200 m

Max Speed: 20 kt
Commissioned: 1975
Decommissioned: 1987
Length: 72.0 m

Beam: 9.9 m

Draft: 7.5 m

Crew: 80

Displacement: 1850 t
Displacement Full: 3600 t
Propulsion: Electric Motors

Sensors/ EW:

- JZPS-4 - Radar, Radar, Surface Search & Navigation, Max range: 46.3 km

- JZQQ-1 - Hull Sonar, Active/Passive, Hull Sonar, Active/Passive Search & Track, Max range: 5.6 km

- Generic Acoustic Intercept - Acoustic Intercept (Active Sonar Warning), Acoustic Intercept, Max range: 66.7 km
- Generic Submarine Periscope, Optical - (1970s, 1.5x/8x Zoom) Visual, Visual, Surveillance Periscope, Max range:
41.7 km

- Generic Submarine Periscope, LLTV - (1970s, Gen 1, 1x/2x Zoom) Visual, LLTV, Surveillance & Navigation
Camera, Max range: 27.8 km

Weapons/ Loadouts:

- Generic Acoustic Decoy - (1970s, Noisemaker / Bubble Screen) Decoy (Expendable). Subsurface Max: 1.9 km.
- Type 72 - (Japan, 1972, No Info!) Torpedo. Surface Max: 9.3 km.

- Type 55 - (Japan, Mk37 Mod O0-N, 10nm, Anti-Submarine) Torpedo. Subsurface Max: 7.4 km.
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