MQ-8B Fire Scout UAV - 2020

Taiwan

Type: Unmanned Aerial Vehicle (UAV)
Min Speed: 55 kt

Max Speed: 115 kt
Commissioned: 2020
Length: 7.3 m

Wingspan: 1.2 m

Height: 2.9 m

Crew: O

Empty Weight: 940 kg
Max Weight: 1430 kg
Max Payload: 272 kg
Propulsion: 1x 250-C20W

Sensors/ EW: - Generic FLIR - (DEPRECATED - 3rd Gen, Surveillance) Infrared, Infrared, Surveillance Camera, Max
range: 83.3 km

- Generic Laser Designator - (Surface Only) Laser Designator, Laser Target Designator & Ranger (LTD/R), Max range:
18.5km

- AN/AAQ-22 BRITE Star 1 [IR] - (Group, Rangefinder) Infrared, Infrared, Target Search, Tracking and Identification
Camera, Max range: 111.1 km

- AN/AAQ-22 BRITE Star |l [Laser Rangefinder] - (Group, Rangefinder) Laser Rangefinder, Laser Rangefinder, Max
range: 18.5 km

- ANJAAQ-22 BRITE Star |1 [Optronics] - (Group, Rangefinder) Visual, Visual, Target Search, Tracking and
Identification TV Camera, Max range: 55.6 km

Weapons/ Loadouts:
- HYDRA APKWS Il 70mm Rocket [WGU-59/B, Rotary Wing Launch] - (2012) Guided Weapon. Surface Max: 5 km.
Land Max: 5 km.
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