
European MALE RPAS - 2025, Eurodrone

Italy

Type: Unmanned Aerial Vehicle (UAV)

Min Speed: 120 kt

Max Speed: 210 kt

Commissioned: 2025

Length: 16.0 m

Wingspan: 26.0 m

Height: 4.0 m

Crew: 0

Empty Weight: 6000 kg

Max Weight: 11000 kg

Max Payload: 2300 kg

Propulsion: 2x Turboprops

Sensors / EW: - Global Hawk Sensor Package [ISAR] -  Radar, Radar, Surface Search, Medium-Range, Max range:
185.2 km
 - Generic Laser Designator - (Surface Only) Laser Designator, Laser Target Designator & Ranger (LTD/R), Max range:
18.5 km
 - Generic FLIR - (DEPRECATED - 3rd Gen, Surveillance) Infrared, Infrared, Surveillance Camera, Max range: 83.3
km
 - Generic LLTV - (3rd Gen, Surveillance) Visual, LLTV, Surveillance Camera, Max range: 55.6 km
 - SAGE 750 - (3rd Gen, Surveillance) ESM, ELINT, Max range: 926 km

Weapons / Loadouts:
 - AGM-114K Hellfire II -  Guided Weapon. Surface Max: 9.3 km. Land Max: 9.3 km. 
 - GBU-49/B Paveway II GPS/LGB [Mk82] -  Guided Weapon. Surface Max: 7.4 km. Land Max: 7.4 km. 
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