
UH-2 [Bell 412EPX] - 2022, UH-X

Japan

Type: Utility

Min Speed: 55 kt

Max Speed: 140 kt

Commissioned: 2022

Length: 17.1 m

Wingspan: 4.5 m

Height: 4.6 m

Crew: 2

Empty Weight: 3091 kg

Max Weight: 5897 kg

Max Payload: 2443 kg

Propulsion: 2x P&WC PT6T-9

Sensors / EW: - Generic Weather Radar -  Radar, Radar, Weather, Max range: 64.8 km
 - Generic TV Camera - (3rd Gen, Surveillance) Visual, Visual, Surveillance TV Camera, Max range: 55.6 km
 - Generic RWR - (3rd Gen, Surveillance) ESM, RWR, Radar Warning Receiver, Max range: 222.2 km
 - Generic LWR - (3rd Gen, Surveillance) ESM, LWR, Laser Warning Receiver, Max range: 11.1 km
 - Generic MAWS - (3rd Gen, Surveillance) Infrared, MAWS, Missile Approach Warning System, Max range: 9.3 km

Weapons / Loadouts:
 - Cargo [Air Drop, 1 ton] -  Cargo. 
 - Cargo [Air Drop, 1.5 tons] -  Cargo. 
 - Trooper -  Troops. 
 - Cargo [Air Drop, 2 tons] -  Cargo. 
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