
SH-60J Seahawk - 1991

Japan

Type: Anti-Submarine Warfare (ASW)

Min Speed: 55 kt

Max Speed: 155 kt

Commissioned: 1991

Length: 19.8 m

Wingspan: 16.4 m

Height: 5.2 m

Crew: 3

Empty Weight: 6190 kg

Max Weight: 9927 kg

Max Payload: 3031 kg

Propulsion: 2x T700-GE-401C

Sensors / EW: - AN/APN-217 - (1983) Radar, Radar, Navigation, Max range: 64.8 km
 - J/HPS-104 - (1983) Radar, Radar, Surface Search, Long-Range, Max range: 296.3 km
 - Generic FLIR - (DEPRECATED - 2nd Gen, Surveillance & Periscope Search) Infrared, Infrared, Surveillance
Camera, Max range: 55.6 km
 - J/HQS-103 [AN/AQS-13F] - (DEPRECATED - 2nd Gen, Surveillance & Periscope Search) Dipping Sonar,
Active/Passive, Dipping Sonar, Active/Passive Search & Track, Max range: 7.4 km
 - AN/ASQ-81(V)4 - (LAMPS Towed) MAD, MAD, Max range: 1.9 km
 - J/HLR-108 - (SH-60J) ESM, ELINT w/ OTH Targeting, Max range: 926 km
 - AN/ALR-66A(VE)1 - (Helicopter) ESM, RWR, Radar Warning Receiver, Max range: 222.2 km

Weapons / Loadouts:
 - Mk46 NEARTIP Mod 5 - (1984) Torpedo. Subsurface Max: 7.4 km. 
 - J/HQS-33B DICASS [AN/SSQ-62B] -  Sonobuoy. 
 - 120 USG Drop Tank -  Drop Tank. 
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