
N 80 Falster - 1985

Denmark

Type: ML - Minelayer 

Max Speed: 17 kt

Commissioned: 1985

Length: 77.0 m

Beam: 12.8 m

Draft: 3.7 m

Crew: 74

Displacement: 1991 t

Displacement Full: 0 t

Propulsion: 2x General Motors Diesels

Sensors / EW:
 - Telegon [Generic] - (For ships with unspecified Telegon gear) ESM, HF/DF, Max range: 926 km
 - Terma - (Generic) Radar, Radar, Surface Search & Navigation, Max range: 46.3 km
 - NWS.2 - (Generic) Radar, Radar, Surface Search & Navigation, Max range: 46.3 km
 - CWS.2 [AWS.2] - (Denmark, Air Search) Radar, Radar, Target Indicator, 2D Surface-to-Air & Surface-to-Surface,
Max range: 111.1 km
 - CGS.1 - (Denezy, M-46, 127mm/76mm/40mm GFCR) Radar, Radar, FCR, Weapon Director, Max range: 27.8 km

Weapons / Loadouts:
 - 76mm/50 Twin Frag Burst [2 rnds] -  Gun. Air Max: 2.8 km. Surface Max: 11.1 km. Land Max: 11.1 km. 
 - 76mm/50 Twin HE Burst [2 rnds] -  Gun. Air Max: 2.8 km. Surface Max: 11.1 km. Land Max: 11.1 km. 
 - 20mm/70 Oerlikon Burst [20 rnds] -  Gun. Air Max: 1.5 km. Surface Max: 1.9 km. Land Max: 1.9 km. 
 - 7.62mm MG Burst [20 rnds] - (Ship & Facility) Gun. Surface Max: 0.4 km. Land Max: 0.4 km. 
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