
M 31 Gåssten - 1973

Sweden

Type: MHI - Mine Hunter Inshore

Max Speed: 10 kt

Commissioned: 1973

Length: 24.0 m

Beam: 6.5 m

Draft: 3.5 m

Crew: 12

Displacement: 135 t

Displacement Full: 0 t

Propulsion: 2x Scania-Vabis DS 10 Diesels

Sensors / EW:
 - PN-845 -  Radar, Radar, Navigation, Max range: 37 km
 - Sonar Hfn 105 -  Hull Sonar, Active-Only, Hull Sonar, Active-Only Mine & Obstacle Avoidance, Max range: 0.9 km
 - Generic Magnetic & Acoustic Mine Sweep -  Mine Sweep, Magnetic & Acoustic Multi-Influence, Mine Sweep,
Magnetic & Acoustic Multi-Influence, Max range: 0 km
 - Generic Mechanical Cable Cutter Mine Sweep -  Mine Sweep, Mechanical Cable Cutter, Mine Sweep, Mechanical
Cable Cutter, Max range: 0 km

Weapons / Loadouts:
 - 20mm m/40-70 Single Bofors -  Gun. Air Max: 1.5 km. Surface Max: 1.9 km. Land Max: 1.9 km. 
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